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Global Scanning Denmark A/S 
Svanevang 2 
DK-3450 Alleroed, Denmark 
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Product name: SOL PRO 
Model name: CB73A 
Rating voltage: 5V 
Rating current: 1A 
Operation environment: 10-35℃ 
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The entire risk of the use or the result of the use of this hardware or documentation remains 
with the user. No part of this documentation may be reproduced or transmitted in any means, 
electronic or mechanical, for any purpose, except with the express prior written permission of 
Global Scanning Denmark A/S.  

Global Scanning Denmark A/S makes no warranty claims with respect to this documentation 
and disclaims any implied warranties of merchantability or fitness for a particular purpose. 
The information contained in this document is subject to change without notice. Global 
Scanning Denmark A/S assumes no responsibility for errors or omissions that may appear in 
this documentation. 

© Global Scanning Denmark A/S 
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Wavelength: 650nm 
Maximum power: ＜0.39mW 
 

Complies with 21 CFR 1040.10 and 1040.11 except for conformance with IEC 
60825-1 Ed. 3. as described in Laser Notice No. 56, dated May 8, 2019.  

 

Caution: Use of controls or adjustments or performance of procedures other 
than those specified herein may result in hazardous radiation exposure 
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この装置は、クラスB機器です。この装置は、住宅環境で使用することを目的としていますが、この

装置がラジオやテレビジョン受信機に近接して使用されると、受信障害を引き起こすことがありま

す。取扱説明書に従って正しい取り扱いをして下さい。 VCCI-B 
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This device complies with Part 15 of the FCC Rules. Operation is subject to the 
following two conditions: (1) this device may not cause harmful interference, 
and (2) this device must accept any interference received, including 
interference that may cause undesired operation. 
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